
849 

Federal Railroad Administration, DOT § 238.305 

(18) All rescue-access-related exterior 
markings, signage, and instructions re-
quired by § 238.114 and § 239.107(a) of this 
chapter shall be in place and, as appli-
cable, conspicuous or legible, or both. 

(i) Except as provided in paragraphs 
(e)(18)(ii) and (iii) of this section, pas-
senger equipment that has any re-
quired rescue-access-related exterior 
marking, signage, or instruction that 
is missing, illegible, or inconspicuous 
may remain in passenger service until 
no later than the equipment’s fourth 
exterior calendar day mechanical in-
spection or next periodic mechanical 
inspection required under § 238.307, 
whichever occurs first, after the non-
complying condition is discovered, 
where the car shall be repaired or re-
moved from service. 

(ii) A passenger car having more than 
50 percent of the windows on a side of 
a level of the car designated and prop-
erly marked for rescue access that has 
any required rescue-access-related ex-
terior marking, signage, or instruction 
that is missing, illegible, or incon-
spicuous on any of the other windows 
on that side and level of the car may 
remain in passenger service until no 
later than the car’s next periodic me-
chanical inspection required under 
§ 238.307, where the car shall be repaired 
or removed from service. 

(iii) A passenger car that is a sleep-
ing car that has more than two con-
secutive windows with any required 
rescue access-related exterior marking, 
signage, or instruction at or near their 
locations that is missing, illegible, or 
inconspicuous may remain in passenger 
service until no later than the car’s 
next periodic mechanical inspection re-
quired under § 238.307, where the car 
shall be repaired or removed from serv-
ice. 

(iv) A record shall be maintained of 
any noncomplying marking, signage, 
or instruction described in paragraphs 
(e)(18)(i) through (iii) of this section 
that contains the date and time that 
the defective condition was first dis-
covered. This record shall be retained 
until all necessary repairs are com-
pleted. 

(f) Exception. A long-distance inter-
city passenger train that misses a 
scheduled exterior calendar day me-
chanical inspection due to a delay en 

route may continue in service to the 
location where the inspection was 
scheduled to be performed. At that 
point, an exterior calendar day me-
chanical inspection shall be performed 
prior to returning the equipment to 
service. This flexibility applies only to 
the exterior mechanical safety inspec-
tions required by this section, and does 
not relieve the railroad of the responsi-
bility to perform a calendar day in-
spection on a unit classified as a ‘‘lo-
comotive’’ under part 229 of this chap-
ter as required by § 229.21 of this chap-
ter. 

(g) Records. A record shall be main-
tained of each exterior calendar day 
mechanical inspection performed. 

(1) This record may be maintained in 
writing or electronically provided FRA 
has access to the record upon request. 

(2) The written or electronic record 
must contain the following informa-
tion: 

(i) The identification number of the 
unit; 

(ii) The place, date, and time of the 
inspection; 

(iii) Any non-complying conditions 
found; and 

(iv) The signature or electronic iden-
tification of the inspector. 

(3) This record may be part of a sin-
gle master report covering an entire 
group of cars and equipment. 

(4) This record shall be maintained at 
the place where the inspection is con-
ducted or at one central location and 
shall be retained for at least 92 days. 

(h) Cars requiring a single car test in 
accordance with § 238.311 that are being 
moved in service to a location where 
the single car test can be performed 
shall have the single car test com-
pleted prior to, or as a part of, the ex-
terior calendar day mechanical inspec-
tion. 

[64 FR 25660, May 12, 1999, as amended at 65 
FR 41307, July 3, 2000; 71 FR 61862, Oct. 19, 
2006; 73 FR 6412, Feb. 1, 2008] 

§ 238.305 Interior calendar day me-
chanical inspection of passenger 
cars. 

(a) Except as provided in paragraph 
(d) of this section, each passenger car 
shall receive an interior mechanical in-
spection at least once each calendar 
day that it is placed in service. 
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(b) The interior calendar day me-
chanical inspection shall be performed 
by a qualified person or a qualified 
maintenance person. 

(c) As part of the interior calendar 
day mechanical inspection, the rail-
road shall verify conformity with the 
following conditions, and noncon-
formity with any such condition ren-
ders the car defective whenever discov-
ered in service, except as provided in 
paragraphs (c)(8) through (c)(12) and 
paragraph (d) of this section. 

(1) All fan openings, exposed gears 
and pinions, exposed moving parts of 
mechanisms, pipes carrying hot gases 
and high-voltage equipment, switches, 
circuit breakers, contactors, relays, 
grid resistors, and fuses are installed in 
non-hazardous locations or equipped 
with guards to prevent personal injury. 

(2) Floors of passageways and com-
partments are free from oil, water, 
waste, or any obstruction that creates 
a slipping, tripping, or fire hazard, and 
floors are properly treated to provide 
secure footing. 

(3) All D rings, pull handles, or other 
means to access manual door releases 
are in place based on a visual inspec-
tion. 

(4) All emergency equipment, includ-
ing a fire extinguisher, pry bar, auxil-
iary portable lighting, and first aid 
kits, as applicable, are in place. 

(5) The words ‘‘Emergency Brake 
Valve’’ are legibly stenciled or marked 
near each brake pipe valve or shown on 
an adjacent badge plate. 

(6) All doors and cover plates guard-
ing high voltage equipment are marked 
‘‘Danger—High Voltage’’ or with the 
word ‘‘Danger’’ and the normal voltage 
carried by the parts so protected. 

(7) All safety-related signage is in 
place and legible. 

(8) All trap doors safely operate and 
securely latch in place in both the up 
and down position. A non-complying 
car may continue in passenger service 
pursuant to paragraph (d) of this sec-
tion, if the trap door can be secured by 
locking out the door for which it is 
used. 

(9) All vestibule steps are illumi-
nated. A non-complying car may con-
tinue in passenger service pursuant to 
paragraph (d) of this section, if the car 

will be used solely in high-platform 
service. 

(10) All end doors and side doors oper-
ate safely and as intended. A noncom-
plying car may continue in passenger 
service pursuant to paragraph (d) of 
this section— 

(i) If at least one operative and acces-
sible door is available on each side of 
the car; 

(ii) The train crew is provided writ-
ten notification of the noncomplying 
condition; and 

(iii) A notice is prominently dis-
played directly on the defective door 
indicating that the door is defective. 

(11) [Reserved] 
(12) On passenger cars so equipped, 

public address and intercom systems 
shall be operative and function as in-
tended. A passenger car with an inoper-
ative or nonfunctioning public address 
or intercom system may remain in pas-
senger service until no later than the 
car’s fourth interior calendar day me-
chanical inspection or next periodic 
mechanical inspection required under 
§ 238.307, whichever occurs first, or for a 
passenger car used in long-distance 
intercity train service until the eighth 
interior calendar day mechanical in-
spection or next periodic mechanical 
inspection required under § 238.307, 
whichever occurs first, after the non-
complying condition is discovered, 
where it shall be repaired or removed 
from service; provided, the train crew 
is given written notification of the 
noncomplying condition, and all of the 
requirements contained in paragraph 
(d)(3) of this section are met. 

(d) Any passenger car found not to be 
in compliance with the requirements 
contained in paragraphs (c)(5) through 
(c)(10) of this section at the time of its 
interior calendar day mechanical in-
spection may remain in passenger serv-
ice until the car’s next interior cal-
endar day mechanical inspection where 
it must be repaired or removed from 
passenger service; provided, all of the 
specific conditions contained in para-
graphs (c)(8) through (c)(10) of this sec-
tion are met and all of the following re-
quirements are met: 

(1) A qualified person or a qualified 
maintenance person determines that 
the repairs necessary to bring the car 
into compliance cannot be performed 
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at the time that the current day’s inte-
rior mechanical inspection is con-
ducted; 

(2) A qualified person or a qualified 
maintenance person determines that it 
is safe to move the equipment in pas-
senger service; and 

(3) A record is maintained of the non- 
complying condition with the date and 
time that the condition was first dis-
covered. 

(e) A long-distance intercity pas-
senger train that misses a scheduled 
calendar day interior mechanical in-
spection due to a delay en route may 
continue in service to the location 
where the inspection was scheduled to 
be performed. At that point, an inte-
rior calendar day mechanical inspec-
tion shall be performed prior to return-
ing the equipment to service. 

(f) Records. A record shall be main-
tained of each interior calendar day 
mechanical inspection performed. 

(1) This record may be maintained in 
writing or electronically provided FRA 
has access to the record upon request. 

(2) The written or electronic record 
must contain the following informa-
tion: 

(i) The identification number of the 
unit; 

(ii) The place, date, and time of the 
inspection; 

(iii) Any non-complying conditions 
found; and 

(iv) The signature or electronic iden-
tification of the inspector. 

(3) This record may be part of a sin-
gle master report covering an entire 
group of cars and equipment. 

(4) This record shall be maintained at 
the place where the inspection is con-
ducted or at one central location and 
shall be retained for at least 92 days. 

[64 FR 25660, May 12, 1999, as amended at 65 
FR 41308, July 3, 2000; 73 FR 6412, Feb. 1, 2008] 

§ 238.307 Periodic mechanical inspec-
tion of passenger cars and 
unpowered vehicles used in pas-
senger trains. 

(a) General. (1) Railroads shall con-
duct periodic mechanical inspections of 
all passenger cars and all unpowered 
vehicles used in a passenger train as re-
quired by this section or as warranted 
and justified by data developed pursu-
ant to paragraph (a)(2) of this section. 

A periodic inspection conducted under 
part 229 of this chapter satisfies the re-
quirement of this section with respect 
to the features inspected. 

(2) A railroad may, upon written no-
tification to FRA’s Associate Adminis-
trator for Safety, adopt and comply 
with alternative periodic mechanical 
inspection intervals for specific compo-
nents or equipment in lieu of the re-
quirements of this section. Any alter-
native interval must be based upon a 
documented reliability assessment con-
ducted under a system safety plan sub-
ject to periodic peer audit. (See Appen-
dix E to this part for a discussion of 
the general principles of reliability- 
based maintenance programs.) The 
periodic inspection intervals provided 
in this section may be changed only 
when justified by accumulated, 
verifiable data that provides a high 
level of confidence that the compo-
nent(s) will not fail in a manner result-
ing in harm to persons. FRA may mon-
itor and review a railroad’s implemen-
tation and compliance with any alter-
native interval adopted. FRA’s Asso-
ciate Administrator for Safety may 
prohibit or revoke a railroad’s ability 
to utilize an alternative inspection in-
terval if FRA determines that the 
adopted interval is not supported by 
credible data or does not provide ade-
quate safety assurances. Such a deter-
mination will be made in writing and 
will state the basis for such action. 

(b) Each periodic mechanical inspec-
tion required by this section shall be 
performed by a qualified maintenance 
person. 

(c) The periodic mechanical inspec-
tion shall specifically include the fol-
lowing interior and exterior mechan-
ical components, which shall be in-
spected not less frequently than every 
184 days. At a minimum, this inspec-
tion shall determine that: 

(1) Seats and seat attachments are 
not broken or loose. If a car is found 
with a seat that is not in compliance 
with this requirement while being used 
between periodic mechanical inspec-
tions, the equipment may continue to 
be used in passenger service until the 
performance of an interior calendar 
day mechanical inspection pursuant to 
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